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1. SensorOverview

MDCNS3 dimensional drawing

2. Correct Installation

ԍ���������P�P└
��№

99mm

Note: The tube mouth to the tube

wall must be less than 28mm

Note: Avoid bubble entry

Electrode interference

measurement.

FLOW

Equipped with 6 inch tube

MDCNS3 (2E Sensor Installation)

5.When the electrode is connected to the instrument, please power off

3.Do not alter the product structure

2.Do not exceed the maximum temperature / pressure usage specification

4.Wear protective goggles or masks for installation or maintenance

   Serious personal injury may be caused if it is not performed according

to the safe operating procedures

the instrument

Safe operation procedure for electrode installation

1.Do not remove the electrode when there is pressure in the middle line

Conductivity electrode operating manual

Model : MDCNS3

Conductivity electrode operating manual



MADECO Canada

3. Incorrect Installation

3.1 The sensor immersed too short

FLOW

3.2 Water flow will be insufficient . 3.3 The sensor not immersed completely.

FLOW

FLOW

MDCNS4

1.

(4E

SensorOverview

2. Correct Installation

FLOW

└
��№

Equipped

Sensor

99mm

Installation)

MDCNS4 dimensional drawing

Note: The tube mouth to the tube

wall must be less than 28mm

Note: Avoid bubble entry Electrode

interference measurement.

ԍ���������P�P

with 6 inch tube



3.2

FLOW

Water flow will 3.3 The sensor not immersed completely.

FLOW

be .insufficient

3. Incorrect Installation

3.1 The sensor

FLOW

immersed too short
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Wiring illustration

Wire color Wire description

Transparent SHIELD

Brown CELL1

Red CELL2

Orange CELL3

Black CELL4

Yellow T / P

��

��



Specification

�7�H�P�S�H�U�D�W�X�U�H���F�R�P�S�H�Q�V�D�W�L�R�Q�����1�7�&�������.

�)�L�[�H�G���P�R�G�H�������/�R�Z�H�U�������������������1�3�7�����8�S�S�H�U���=�*����

The electrode constant�•  0.01

Measuring range�• 20.0��S/cm~20.00M�
 -cm

�0�D�W�H�U�L�D�•�O���W�L�W�D�Q�L�X�P���P�H�W�D�O�|�3�3�6

Pure water / ultrapure water electrode MDCNS3

�: �R�U�N�L�Q�J���W�H�P�S�H�U�D�W�X�U�H�• �������a�������� �È

�0�D�[�L�P�X�P���S�U�H�V�V�X�U�H�• �������E�D�U���#�����È

�4�X�D�G���S�R�O�H���W�\�S�H���F�R�Q�G�X�F�W�D�Q�F�H���H�O�H�F�W�U�R�G�H���0�'�&�1�6��

�7�K�H���H�O�H�F�W�U�R�G�H���F�R�Q�V�W�D�Q�W�• ������

�0�H�D�V�X�U�L�Q�J���U�D�Q�J�H�• �����a���������������P�6���F�P

�0�D�W�H�U�L�D�•�O�7�L�W�D�Q�L�X�P���P�H�W�D�O�����0�&�6�����������7�,�����+�D���W�\�S�H���D�O�O�R�\��
���0�'�&�1�6�����3�3�6�•

�7�H�P�S�H�U�D�W�X�U�H���F�R�P�S�H�Q�V�D�W�L�R�Q�• �1�7�&�������.

�: �R�U�N�L�Q�J���W�H�P�S�H�U�D�W�X�U�H�• �������a���������È

�0�D�[�L�P�X�P���S�U�H�V�V�X�U�H�• �����E�D�U���#�����È

�)�L�[�H�G���P�R�G�H�������/�R�Z�H�U�������������������1�3�7�����8�S�S�H�U���=�*����

�(�O�H�F�W�U�R�G�H���F�R�Q�Q�H�F�W�R�U�������S�L�Q���Z�D�W�H�U�S�U�R�R�I���F�R�Q�Q�H�F�W�R�U

�(�O�H�F�W�U�R�G�H���F�R�Q�Q�H�F�W�R�U�������S�L�Q���Z�D�W�H�U�S�U�R�R�I���F�R�Q�Q�H�F�W�R�U
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Maintenance

Any attachments on the electrode will cause an offset or slow reaction using a neutral

cleaning solution with a soft brushor cotton stick clear Clean the electrode metal surface.

Trouble Shooting

that the user can accurately grasp the quality of water, to present the real water quality data, this includes,

 Madeco original insist on things, the product design for the actual condition of water quality, to ensure

not fully contact with water and lead to measuring range or measurement distortion phenomenon. Please er

of course, the installation or system interference factors such as the water bubbles, measuring water or

to this specification for details and install correctly to ensure correct reading.
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Fault phenomenon Possible factors Processing method
measurementvalue

shows---- M�
 - cm

�¤ Over range�¥

1.Bad wiring

2.Electrodes are not

sufficiently submerged

3.Electrodes are disturbed by

air bubbles

1.Re-check that the wiring is correct

2.Verify that the electrode installation

position is located correctly (see the

electrode installation instructions)

3.Remove the air bubbles and check for the

correct installation

Measurement offset
1.The electrodes were

contaminated

1. Clean the electrodes and

recalibrate the electrode coefficient if

necessary

Measurement value low
1. Electrode immersion is too

short to cause stagnant water

1. Attached drawings indicating that the

installation are in place

    2. Electrodes are cleaned according to the maintenance procedures.(Please refer to the electrode

       installation instructions for maintenance)

       instructions.)

   1. Check for the correct electrode wiring.(Please refer to the wiring diagram of the operation

���������������+�R�O�G���W�K�H���R�X�W�H�U���W�X�E�H���D�J�D�L�Q�V�W���W�K�H���L�Q�Q�H�U���W�X�E�H���W�R���V�K�R�U�W���F�L�U�F�X�L�W���W�K�H���H�O�H�F�W�U�R�G�H�����W�K�H���L�Q�V�W�U�X�P�H�Q�W

    3. The electrode constant of the instrument should be set correctly, and the error of the temperature

       -M�
��-cm (display excess range).

    4. After placing the electrode out in the air, the instrument measurement value should show- - -

       should not be too large (normal is ± 0.5�È).

�����������������P�H�D�V�X�U�H�P�H�Q�W���V�K�D�O�O���V�K�R�Z�����������0�
�����F�P

�����������������I�U�R�P���W�K�H���V�D�P�S�O�L�Q�J���S�R�U�W���W�R���W�K�H���F�L�U�F�X�O�D�W�L�R�Q���W�D�Q�N���R�U���E�H�D�N�H�U�����.�H�H�S���W�K�H���Z�D�W�H�U���V�D�P�S�O�H���R�Y�H�Ufl�R�Z���D�O�O���W�K�H

���������������3�O�D�F�H���W�K�H���H�O�H�F�W�U�R�G�H���L�Q���W�K�H���F�L�U�F�X�O�D�W�L�R�Q���W�D�Q�N���R�U���E�H�D�N�H�U�����D�Q�G���G�U�D�L�Q���W�K�H���Z�D�W�H�U���V�D�P�S�O�H���W�R���E�H���P�H�D�V�X�U�H�G

�����������������W�L�P�H�����P�H�D�V�X�U�H���D�Q�G���U�H�F�R�U�G���W�K�H���U�H�D�G�L�Q�J�����S�U�H�S�D�U�H���D���V�H�W���R�I���F�R�U�U�H�F�W�H�G���S�R�U�W�D�E�O�H���F�R�Q�G�X�F�W�L�Y�L�W�\���P�H�W�H�U���R�U���D

 How to judge the factors of the instrument or system assembly�ƒ

�����������������F�R�U�U�H�F�W�H�G���F�R�P�S�D�U�L�V�R�Q���H�O�H�F�W�U�R�G�H���I�R�U���F�R�P�S�D�U�L�V�R�Q���Y�H�U�Lfi�F�D�W�L�R�Q��

   It can be checked in the following several steps�•

(1)Pure water / ultrapure water electrode MDCNS3�•

�H�U�U�R�U�����S�O�H�D�V�H���L�Q�V�W�D�O�O���W�K�H���H�O�H�F�W�U�R�G�H���D�F�F�R�U�G�L�Q�J���W�R���W�K�H���H�O�H�F�W�U�R�G�H���L�Q�V�W�D�O�O�D�W�L�R�Q���L�Q�V�W�U�X�F�W�L�R�Q�V��

�$�I�W�H�U���F�K�H�F�N�L�Q�J���L�Q���W�K�H���D�E�R�Y�H���V�W�H�S�V�����L�W���F�D�Q���E�H���G�H�W�H�U�P�L�Q�H�G���W�K�D�W���W�K�H���L�Q�V�W�U�X�P�H�Q�W���D�V�V�H�P�E�O�\���L�V���F�R�U�U�H�F�W�����,�I���W�K�H��
�H�O�H�F�W�U�R�G�H

�L�Q�V�W�D�O�O�D�W�L�R�Q���L�V���Q�R�W���S�U�R�S�H�U�O�\���L�P�P�H�U�V�H�G���L�Q���Z�D�W�H�U���R�U���Dff�H�F�W�H�G���E�\���W�K�H���E�X�E�E�O�H���V�K�R�Z�V���W�K�H���H�[�F�H�V�V���U�D�Q�J�H���R�U���W�K�H��
�P�H�D�V�X�U�H�P�H�Q�W
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(2) Quad-pole-type conductance electrode MDCNS4�•

Fault phenomenon Possible factors Processing method

measuredvalues

shows ---- �� S/cm

�¤ Over range�¥

1. Displays the excess range

2. Bad wiring

1. Please switch to the higher-grade position

2. Re-check that the wiring is correct

Measurement offset 1. The electrodes were

contaminated

1. Clean the electrodes and

recalibrate the electrode coefficient if

necessary

Measurement value
low

1. Electrodes are disturbed

by air bubbles

1. Remove the air bubbles and check for the

correct installation

The measuredvalue

shows 0.0 �� S / cm

1. Poor electrode wiring (open

circuit)

1. Re-check that the wiring is correct

How to judge the factors of the instrument or system assembly?

 It can be checked in the following steps:

    1. Check for the correct electrode wiring.(Please refer to the wiring diagram of

        the operation instructions.)

    2. Electrodes are cleaned according to the maintenance procedures.(Please refer to

        the electrode installation instructions for maintenance)

    3. The electrode constant of the instrument should be set correctly, and the error

        of the temperature should not be too large (normal is ± 0.5�È).

���������������P�H�D�V�X�U�H�P�H�Q�W���P�X�V�W���E�H���W�D�N�H�Q���D�O�W�H�U�Q�D�W�H�O�\���W�R���D�Y�R�L�G���W�K�H���P�X�W�X�D�O���L�Q�W�H�U�I�H�U�H�Q�F�H���R�I���W�K�H

    4. After removing the electrode and placing it in the air, the instrument measurement

���������������D�Q�G���U�H�F�R�U�G���W�K�H���U�H�D�G�L�Q�J�����S�U�H�S�D�U�H���D���V�H�W���R�I���F�R�U�U�H�F�W�H�G���S�R�U�W�D�E�O�H���F�R�Q�G�X�F�W�L�Y�L�W�\���P�H�W�H�U

���������������P�H�D�V�X�U�H�P�H�Q�W���Y�D�O�X�H����

       shall be 0.0 ����S / cm.

���������������W�R���E�H���P�H�D�V�X�U�H�G���I�U�R�P���W�K�H���V�D�P�S�O�L�Q�J���S�R�U�W���W�R���W�K�H���F�L�U�F�X�O�D�W�L�R�Q���W�D�Q�N���R�U���E�H�D�N�H�U�����P�H�D�V�X�U�H

���������������R�U���D���F�R�U�U�H�F�W�H�G���F�R�P�S�D�U�L�V�R�Q���H�O�H�F�W�U�R�G�H���I�R�U���F�R�P�S�D�U�L�V�R�Q���Y�H�U�Lfi�F�D�W�L�R�Q�����1�R�W�H�����W�K�H

���������������Y�D�O�X�H�����D�Q�G���U�H�V�F�D�O�D�W�H���W�K�H���F�R�Hffi�F�L�H�Q�W��

���������������$�����3�O�D�F�H���W�K�H���H�O�H�F�W�U�R�G�H���L�Q���W�K�H���F�L�U�F�X�O�D�W�L�R�Q���W�D�Q�N���R�U���E�H�D�N�H�U�����G�U�D�L�Q���W�K�H���Z�D�W�H�U���V�D�P�S�O�H

���������������%�����3�O�D�F�H���W�K�H���H�O�H�F�W�U�R�G�H���L�Q���W�K�H���F�R�Q�G�X�F�W�L�Y�L�W�\���V�W�D�Q�G�D�U�G

���������������V�R�O�X�W�L�R�Q�������������������6�������F�P���D�W�������È�����R�U���W�K�H���V�W�D�Q�G�D�U�G���V�R�O�X�W�L�R�Q���R�I���D�Q�\���R�W�K�H�U���V�W�D�Q�G�D�U�G

���������������$�I�W�H�U���F�K�H�F�N�L�Q�J���W�K�H���D�E�R�Y�H���V�W�H�S�V�����W�K�H���L�Q�V�W�U�X�P�H�Q�W���F�D�Q���E�H���G�H�W�H�U�P�L�Q�H�G�����F�D�X�V�L�Q�J���W�K�H

���������������Dff�H�F�W�H�G���E�\���E�X�E�E�O�H���L�Q�W�H�U�I�H�U�H�Q�F�H��

���������������P�H�D�V�X�U�H�P�H�Q�W���H�U�U�R�U���E�H�F�D�X�V�H���W�K�H���H�O�H�F�W�U�R�G�H���L�V���F�R�Q�W�D�P�L�Q�D�W�H�G���R�U���W�K�H���H�O�H�F�W�U�R�G�H���L�V


